STRUCTION DETAILS

e existing handhoie. Pull back existing inferconnact from
hes Lane. Re—run in new conduit back to existing intersection

ntrol cabinet.

move existing handhole.

p and abandon existing conduift.

stall handhole.

stall 2 in. polyviny! chleride [Schedule 80| electrical conduit - frenched.
e existing handhole and adjust to finished grade.

6 existing conduit.

PROJECT DESCRIETION

GENERAL
s project involves the relocation of the existing telemeiry interconnect cable

ng US 40 between the intersections of Middle River Road and Mchrs Lane in
timore County, Maryland, US 40 is considered to run in an east/west direction.

FQUIPMENT LIST

sipment to be furnished and/or installed by the Contractor.
aguipment in this #st shalthove catdog cuts submitted for approvalprior o instaliation.

Specification

antity Units Section Description
) Sum ) 108 Mobitization.
 Sum LS 04 Maintenance of traffic.

1 Cy 205 Test pit excaovation.

4 EA : 811 Hanghole.

655 LF 805 2 in. polyvinyl chloride [Schedule 8301 electrical conduit - trenched.
4500 LF 810 12-pair voice grade jellyfiled telemetry interconnect coble
(No. 19 AW.G). [contingent]

- Sum LS Relocation of Interconnect cable (Approx. 1380 LF)
- Sum LS --- Removal of existing signal equipment.

remaoved signalmateriais are ic become the property of the Contractor.

CONTACT LIST

The contact persons fer District #4 are as follows:

Mr. Dave Malkowski
District Engineer
470-321-2810

Mr. Randall Scott
Assistant District Engineer - Traffic
410-321-2781

Mr. Graydon Tabery
Assistant District Engineer - Utifity
410-321-3460

Mr. Dave Ramsey
Assistant District £ngineer - Maintenance
410-321-2761

Mr. Richard L. Daff
Chief, Traffic Operaticns Division
410-787-7830

(Approximately 2640 Tt

o Middle River Road)
il

Fant

PULASKI

HIGHWAY

L AN

U.S5. ROUTE 40

T0 MOHRS LANE ——>

e

{Approximately 1320 ft,
to Mohrs Lane)

NOTES

.
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VICINITY  MAP

SCALE: 1" = 2000

APl underground and overhead utilities shown on These plans are schematic and are

not fo be considered compiete. The Contractor shall be responsible for notifying all
utility companies prior to construction so that all utilities may be located in the field.
It the Contractor perceives that a conflict betwsen the utilities and the fraffic signal
equipment witl ocour, the Contractor shal!l notify the appropriate Project Engineer

immadiately,

Conduits and handholes are to be installisd prior +o final paving and grading.
The contractor shall contgct Bob Deblase (410-787-7656) with the MD-SHA Signa!l Shop

72 hours pricor to disconnecting any existing Traffic signal equipment.

In the event that the existing interconnect can not be wtiiized the Ceontractor shall be
responsible for replacing the entire infterconnect run from US 40 @ Middls River Road to

US 40 @ Mohrs Lane.
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